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FIXINGS
            TYPE                   LENGTH        ORDER CODE

    PLAIN         M2,5     66475E

        M3     66477A

        M4     66500B

        M5     66474G

        M6     66611X

    CUP PLASTIC   

           M6     10711E

 M6 CLIP ON            81111R

   SHAKEPROOF

   INTERNAL TOOTH         M2,5                  80036F

        M3                     68229A

        M4                    10708F

  SHAKEPROOF

  EXTERNAL TOOTH         M5                    80210X

           M6                    68837H

   CRINKLE         M2,5                 67695R

        M3                   00404D

        M4                   67931F

        M5                   66472X

        M6                   66609R

        HEAD TYPE                  THREAD       ORDER CODE

    PAN POZI DRIVE         M2,5      66267X

        M3      66265C

        M2,5                  81046G

        M4                     10707H

        M5                     66543B

          M6                     66610A

   SQUARE

        M2,5      67727C

        M3         66002E

   

    CAGED

              (T)

  M6  1,2 -1,6     10709D

  M6  1,8 -2,6     66269F

  M6  2,0 -3,0     81266F

                TYPE                        SIZE             LENGTH         APPLICATION          FINISH         ORDER CODE

   CAPTIVE RETAINING

      (Thumb Screw)         M2,5       12         Front panel to          NICKEL            68865D

        subrack fixing

   CAPTIVE RETAINING         M2,5       10         Front panel to          BLACK      68945G

                      subrack fixing

                         NICKEL            68942A

   RETAINING BUSH

   Fits into front panel           GREY              67201H

           PLASTIC         retains screw          BLACK             69145R

STEEL         M2,5 Fits into front panel, retains        NICKEL      68941C

screw, gives earth continuity       BLACK      69046G

   QUICK RELEASE

       CAM     Fits into front panel           GREY      69013E

        M2,5      12              Front panel to subrack fixing         BLACK            68913X

         NICKEL            68908D

   GRUB SCREW                              Provides earth continuity

        M2,5       8             between front rail & threaded        NICKEL      68895S

            insert

        M2,5      12              Front panel to subrack fixing        NICKEL      81120X      

WASHERS NUTS

SUPPLIED IN PACKS OF 100

SUPPLIED IN PACKS OF 100

SUPPLIED IN PACKS OF 100

(T)
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